ARCHITECTURAL SPECIFICATIONS
OUTLINE ARENA 215 CX

The loudspeaker shall be a 3-transducer, passive, mono or bi-amplified, low-distortion, full-range unit for outdoor applications.
The transducers shall consist of a fifteen-inch bass-reflex-loaded woofer, a three-inch coaxial waveguide-loaded compression driver and another fifteen-inch bass-reflex-loaded woofer tuned at a lower frequency for the deep-low section.
The lightweight cabinet shall be in Baltic birch plywood finished with a waterproof elastoplastic coating (IP55) which interacts with the cabinet material to provide extreme levels of long-term protection (outSIDE coating), and the grille shall have an epoxy powder coating. The connectors shall also have the waterproof protection.
The cabinet shall offer eleven M8 threaded female points, two per side, three on the bottom, two on the top and two on the rear, to hang up the system. Furthermore, the unit shall have a Smart Fix Rail system to hang it. 
The cabinet shall have 8 handles and a 35 mm socket on the bottom for pole mounting. 
The connector type of the loudspeaker shall be an 8-pole paralleled barrier strip.
The loudspeaker shall have a passive crossover with a high-pass section and two low-pass sections. The internal crossover shall be designed to fully drive the speakers by a single channel of amplification or by two channels. 
The acoustic dispersion of a single cabinet shall be 80° horizontal and 60° vertical with rotatable HF horn. 
The frequency response shall be 50 Hz to 20k Hz (-10dB).
Maximum peak SPL output for one box shall be 140 dB calculated using +10dB crest factor signal @ 1m, free field.
The power handling of the low section shall be 600 W AES continuous and 2400 W AES peak, while for the coaxial section it shall be respectively 500/2000 W AES continuous/peak.
The nominal impedance of each way shall be 8 Ω. 
The enclosure shall be 940 mm high, 480 mm wide, 480 mm deep, and the weight shall be 42 Kg.

