ARCHITECTURAL SPECIFICATIONS
OUTLINE VEGAS 24

The loudspeaker shall be a 3-transducer, one-channel, 2-way, passive, low-distortion point source device.
The transducers shall consist in two four-inch band-pass-loaded woofers in a dipolar arrangement that provides an exceptional horizontal dispersion pattern control and one one-and-a-half-inch neodymium compression driver coupled with a proprietary moulded horn. 
The lightweight cabinet shall be constructed in 15mm phenolic-glued Baltic birch plywood. The cabinet shall have an asymmetric design to allow tilted operation as a stage front-fill as well as for under-balcony applications.
The cabinet shall be black polyurea coated, and the grille shall have an epoxy powder coating. The cabinet shall have custom repainting RAL options.
The cabinet shall have eight M6 threaded rigging points to allow flexible installation.
The connectors of the loudspeaker shall be one NL4 speakON, one 4-pin phoenix captive screw terminal with one additional pass-through NL4 connector for parallel loudspeaker connections. The amplified signal shall be fed to the pins 1+/1- of the NL4 connector or by using one central pin (-) and one external pin (+) of the phoenix connector.
The loudspeaker shall employ an internal crossover network manufactured with top-grade components, including coils with very low resistance and metalized polypropylene capacitors.
The frequency response shall be 120 Hz to 22 kHz (-10dB).
Maximum peak SPL output for one box shall be 122 dB calculated using +10dB crest factor signal @ 1m, free field.
The nominal acoustic dispersion of a single cabinet shall be of 150° horizontal and 90° vertical.
The power handling of the box shall be 160 W AES continuous and 640 W AES peak.
The nominal impedance of a single enclosure shall be 8 Ω.
The enclosure shall be 148 mm (5 27/32”) high, 280 mm (11 1/32”) wide, 120 mm (4 23/32”) deep and the weight shall be 3.1 Kg (6.8 lb).

